SCS-SANTA ROSA BORING LOG 01203312.00.GPJ SCS-SANTA ROSA.GDT 03/28/06

Date (start, end):  2/22/06 - 2/22/06 Boring No. |Boring Location: Field west of Ghilotti Avenue
Drilling Time (start, end) 14:30 - 17:00 MW-11
Logged By:  Stephen Kniittel See Unified Soil Classification System (USCS)
Checked By:  Stephen Knittel for Legend and information not noted.
Drilling Contractor: Clear Heart Drilling, Inc. MW Installed: YXI N[ if no, boring backfilled with:
Driller's Name:_Pablo Gonzales Cement [] Bentonite: Cement[[]  Grout[ ] Chips[]
Drilling Method: 8-in. Hollow-Stem Auger
Sampling Method: CMSS Auger Depth, ft: ~ 20.0 Total Depth, ft: 21.5
Hammer weight / fall: 140 Ibs / 30 inch
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o SANDY CLAY with Gravel (CL): dark brown, fine to
medium grained sand and fine gravel, moist, (FILL?).
99.31 T CLAY (CL): dark gray, moist, sity.
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moist to wet, silty.
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o CLAYEY SAND (SC): brown, very fine to fine grained
* sand, wet.
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61 4 86.81 40 | 30 | 30 | CLAY (CL): brown, moist to wet.
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